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TB 50














TB 50




Cutting edge technology, new compact design for best performance in the toughest jobsites



TB 50 is the new stationary concrete pump with S-valve and variable output designed for concrete works. State of the art hydraulic system, solid structure, brand new components setup, reliable controls ensure high level performance with all sort of concrete and low operating costs.
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Brochure


Download brochure
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Video


Watch the machine on site





Watch all































Applications


- Pumping up to 35 mm of concrete 


- Grout


- Self-levelling floor screeds


- Land reinforcement


- Micro-piles, pressurized injection of mortars and slurries


- Compaction grouting



User comfort


- The pratical doors on the canopy and the new construction concept make maintenance and control operations quick and easy. 


- Tubolar chassis including water, oil and diesel tanks.


- Central lifting eye.


- Discharge door hydraulically operated for fast cleaning operations.

- Components generously dimensioned.

- Fully hydraulic controls.

- New internal setup concept.

- Compact design.

- New hopper-valve-agitator design ideal even for harsh concrete.
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Technical data


 

	

TECHNICAL DATA

	

          


	
Liquid cooled diesel engine	
Kubota - V3307 CRTEGB turbo 4 cyl. - 55 kW - 74 HP (Stage III A)
	
 	
Deutz - TD2.9 L4 - 55,4 kW - 74 HP (Stage V) 
	
Infinitely adjustable output [*] 	
from 4 to 50 m3/h 
	
Max. aggregate size 	
35 mm
	
Max. working pressure 	
80 bar 
	
Pumping cylinders	
Ø 200 mm stroke of 1000 mm
	
Max. strokes 	
27
	
Drive cylinder diameter	
100/56 mm
	
Delivery collector	
Ø 150 mm
	
Hopper capacity 	
500 l
	
Delivery distance [*] 	
200 m
	
Delivery height [*] 	
100 m 
	
Filling height	
128 cm
	
Chassis	
Manual draw bar - fixed axle and pneumatic wheels
	
 	
Elastic axle for roading towing wit brakes and towlights (/T version)
	
Dimensions (L x W x H) 	
454X210X205 cm / 572X196X205 cm # 
	
Weight 	

3.220 kg / 3.450 kg #





[*]  The data indicated are theoretical and depend on the quality and consistency of the materials to be used wear and tear of the pump and the diameter of the hoses. The performance in distance and height can not be reached simultaneously. # With elastic axle for roading towing.


 















For further info


For further information about this product or our whole range of machines 


Visit our Blog Request info
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WORKING HOURS:

From Monday to Friday:

08:00 - 12:00 / 14:00 - 18:00
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