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APEMAT




The single-phase pump solution for any screed job



Apemat 190 is a mixing and conveying screed machine equipped with single-phase electric motor. Three different models are available: E for manual loading, EB with loading bucket and EBP with loading bucket and scraping shovel.
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USER-FRIENDLY





Control panel and lever for operating the loading bucket.










SINGLE-PHASE MOTOR





It features 2,2 kW single-phase motor, it functions by connecting it to any regular domestic power supply.










PRESSURE VESSEL





Certified pressure vessel, mixer with highly resistant oriented mixing blades and wear plates. 










HIGH QUALITY COMPONENTS





All components have been carefully selected to guarantee maximum reliability. 










SAFETY





Hatch lid with air relief valve.














 













Brochure


Download brochure
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Applications


Traditional and insulating screeds, mortar, sand, plaster, micro-concrete and concrete.





 








User comfort


- It functions by connecting it to any regular domestic power supply. Ideal for castings in building works, renovation, maintenance of flats, apartment buildings and houses that are located downtown or in difficult positions to reach.


- Ideale pour les entrepreneurs qui possèdent déjà un compresseur de chantier. Elle évite l'installation des malaxeurs de mortier, du matériel de levage, , scaffolds, manual transport of material inside the building and reduces labor costs.
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Technical data


	

TECHNICAL DATA

	

E                            

	

EB                                                  

	

EBP


	
Electric motor	
2,2 kW - 230 V 	
2,2 kW + 0,75 kW - 230 V	
2,2 kW + 0,75 kW - 230 V
	
Site air compressor (air output at 6 bar) -not included- 	
2.400 ÷ 2.500 l/m	
2.400 ÷ 2.500 l/m	
2.400 ÷ 2.500 l/m
	
Pressure vessel capacity	
190 l	
190 l 	
190 l
	
Output per cycle [*]	
140 ÷ 160 l	
140 ÷ 160 l	
140 ÷ 160 l
	
Cycles per our	
13 ÷16	
18 ÷ 20	
18 ÷ 22
	
Delivery distance [*]	
80 m	
80 m	
80 m
	
Delivery height [*] 	
40 m	
40 m	
40 m
	
Filling height	
85 cm	
41 cm	
41 cm
	
Loading bucket capacity	
---	
190 l	
190 l
	
Scraping shovel	
no	
no	
yes
	
Max. aggregate size                                                        	
 	
 	
 
	
hose Ø 65 mm	
20 mm	
20 mm	
20 mm
	
hose Ø 50 mm	
12 mm	
12 mm	
12 mm
	
Dimensions (L x P x H) 	
175 x 104 x 125 cm	
228 [**] x 104 x 215 cm [**]	
228 [**] x 104 x 215 cm [**]
	
Weight	
400 kg	
520 kg	
590 kg
	
Versions	
basic	
with loading bucket	
with loading bucket and shovel

 



[*] The data indicated are theoretical and depend on the quality and consistency of the materials to be used, volume of air, wear and tear of the pump and the diameter of the hoses. The performance in distance and height can not be reached simultaneously.


[**] With lifted bucket.




 










Accessories







ACCESSORIES Ø 50





Cam-lock coupling for hose Ø 50 and related washing sponge










DELIVERY HOPPER





Delivery hopper for hoses Ø 65










DELIVERY HOPPER





Delivery hopper for hoses Ø 50










ACCESSORIES Ø 65





Perrot coupling for hose Ø 65 and related washing sponge










HOSE Ø 50 





Hose Ø 50 with cam-lock coupling










HOSE Ø 65 





Hose Ø 65 with Perrot coupling



















For further info


For further information about this product or our whole range of machines 


Visit our Blog Request info























WORKING HOURS:

From Monday to Friday:

08:00 - 12:00 / 14:00 - 18:00
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