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Traditional mortars
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Dry mix mortars
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Floor screeds
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BETON MASTER













New model (coming soon) 
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TB 80 (coming soon)
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POLIT














POLI T




Worm plastering machine for common and special mortars


Poli T is a modular electric worm pump that can be assembled with different components depending on the application to be performed. When supplied with pan mixer, Poli T becomes a real mixing and pumping plant.  Two models available: continuously variable output with mechanical variable speed (EV) or 2 fixed speed (2V).  
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Poli T EV 





With pump T25, vibrating sieve and builded-in compressor 










External Compressor





Three-phase compressor of 592 l/m' - 3 kW - 400V, ideal for thin layer coatings










CONSTRUCTION QUALITY





All components have been carafully select to guarantee maximum reliability and long-lasting life. 










GREATEST FLEXIBILITY





Equipped with a worm pump that can be used for a wide range of applications.










PAN MIXER





1,5 Kw  three-phase pan mixer with reverse gear for fast and homogeneus mixes. 










MAXIMUM POWER





Strong starting torque with small motor but without reducing its performance.










USER-FRIENDLY





Functional position of the operational controls.














 













Brochure


Download brochure
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Applications 

























Video


Watch the machine on site





Watch all


































Applications




- Common and ready-mixed masonry mortars


- Rough coats, traditional, ready-mixed and insulating plasters


- Concrete repair mortars


- Thin layer plasters, stucco and texture coatings


- Lightweight mortars and self-levelling screeds


- Cement slurry injection at controlled pressure


- Injections, geothermal injections and grouting


- Bonding and anchoring mortars


- Pressure pointing 


- Slab jacking


- Fire proofing 


- and much more... 





Advantages


- Easy handle thanks to the low weight and the chassis with pneumatic wheels


- Large hopper discharge door and single greasing point for easy cleaning and maintenance operations


- Centralized user-friendly operational controls


- Large capacity hopper of 120 l with agitator and safety grill


- Variety of accessories for almost any task on site 






























Technical data


 

	

TECHNICAL DATA

	

EV  (VARIABLE OUTPUT) 

	

2V (2 SPEEDS)                        


	
Electric motor	
5,5 kW - 400 V / 50 Hz	
3,3 / 4,4 kW - 400 V / 50 Hz
	
Worm pump	
2L6 (T25)	
2L6 (T25)
	
Infinitely adjustable output [*]	
8 ÷ 45 l/min (8 ÷ 55 l/min - T25)  	
20 or 40 l/min (24 or 48 l/min - T25)
	
Max. aggregate size 	
6 mm (10 mm - T25)	
6 mm (10 mm - T25)
	
Max. working pressure 	
25 ÷ 40 bar (15 ÷ 30 bar - T25)	
25 ÷ 40 bar (15 ÷ 30 bar - T25)
	
Hopper capacity 	
120 l	
120 l
	
Delivery distance [*]	
up to 60 m	
up to 60 m
	
Delivery height [*]	
up to 40 m	
up to 40 m
	
Filling height	
55 cm (122 cm with pan mixer)	
55 cm (122 cm with pan mixer)
	
Size (L x W x H) 	
230 x 80 x 65 cm (130 cm with pan mixer)	
230 x 80 x 65 cm (130 cm with pan mixer)
	
Weight	
250 kg (395 kg with pan mixer)	
250 kg (395 kg with pan mixer)
	
Pan Mixer (optional)	
 	
 
	
Mixer drive	
1,5 kW - 400 V / 50 Hz	
1,5 kW - 400 V / 50 Hz
	
Pan mixer capacity	
120 l	
120 l



[*] The data indicated are theoretical and depend on the quality and consistency of the materials to be used wear and tear of the pump and the diameter of the hoses. The performance in distance and height can not be reached simultaneously.


 


 










Accessories







Ready-mixed plaster gun D25





Spray gun for ready-mixed plasters Ø 25










Ready-mixed plaster gun D35





Ready mixed plaster gun D35










SPRAYING GUN





Spray gun for traditional mortars










PRESSURE POINTING GUN





Pressure pointing gun with air nozzle










PRESSURE POINTING GUN





Pressure pointing gun without air nozzle










Thing layer coats





Spray gun for thin layer coats










Injection gun





Injection gun for cementitious slurries










Pressure limitation device





Pressure limitation device for injection of cement slurries 










Deflectors for ready-mixed plaster gun





Diversi diametri da 7 fino a 16 mm










Deflectors for thin layer gun





Diammeters 4, 6, 7, 8 e 9 mm










Pressure Measuring Device





Pressure Measuring Device










Deflector D10





Deflector D10










Deflector D14





Deflector D14










Deflector D16





Deflector D16










Deflector D18





Deflector D18










2L6 Pump





Rotor and Stator 2L6 pump










T25 Pump





Rotor and stator T25 pump










60.12 Pump





Rotor and Stator 60.12 pump










VIBRATING SIEVE





Vibrating sieve










PUMPING NOZZLE





Pumping nozzle for mortars and self-levelling screeds










Washing Sponges Ø50 and Ø35





Washing Sponges Ø50 & Ø35 mm



















For further info


For further information about this product or our whole range of machines 


Visit our Blog Request info























WORKING HOURS:

From Monday to Friday:

08:00 - 12:00 / 14:00 - 18:00
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