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Pneumatic conveyor for dry mix plasters and mortars


For conveying dry mix plaster from the silo to the plastering machine.


A pneumatic conveying system for automatically carrying dry mix plaster or mortar powder. The air-powder mixture is sent to the plastering machine, where it is separated: the air is expelled through the filter on the bonnet and the powder falls into the machine's hopper.


Guarantees maximum power, continuous operation and reliability. Simple, user-friendly design.


Available for gravity silo (C) or pressure silo (P). 
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Technical data

	

TECHNICAL DATA

	

FOR GRAVITY SILO  

	
FOR PRESSURE SILO
	
Rotary paddle compressor	
7,5 kW - 400 V	
7,5 kW - 400 V
	
Air output	
140 m3/h	
140 m3/h
	
Max. pressure	
2,6 bar	
2,6 bar
	
Tank capacity	
55 l	
---
	
Dry material output	
20 l/min	
20 l/min
	
Delivery distance	
 100 ÷ 140 mm	
100 ÷ 140 mm
	
Tank weight	
 87 kg	
---
	
Compressor unit weight	
247 kg	
149 kg
	
Level switch voltage	
42 V	
42 V



 


 















For further info


For further information about this product or our whole range of machines 


Visit our Blog Request info























WORKING HOURS:

From Monday to Friday:

08:00 - 12:00 / 14:00 - 18:00
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