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TRANSMAT 250




Mixing and pumping machine for screeds, mortar, concrete and aggregates


Transmat 250 is a mixing and conveying machine for screeds with three-phase electric motor.


The machine is available in three different setups: with large hopper (E) for simply loading vessel, with 270 l hydraulic bucket (EB) and with bucket and scraping shovel with pulling winch (EBP). It works with the air produced by a site air compressor (with at least 3.600 l/min at 6 bar).
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SCRAPING SHOVEL





EBP version with cable-controlled scraper winch. 










EASY MAINTENANCE





Large engine canopy for easy access to the inside components. 










PNEUMATIC SYSTEM





Pneumatic system with regulation levers and pressure gauge. 










ELECTRIC CONTROL BOARD





Easy operation thanks to the simply electric control board. 










VESSEL SAFETY DEVICES





Vessel safety devices: protection grill, safety lock and automatic shutdown of the mixer when opened.














 













Brochure


Download brochure
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Video


Watch the machine on site





Watch all































Applications


- Mixes poor in cement or water


- Insulating screeds based on expanded clay, polystyrene, perlite, vermiculite, cork, etc.


- Any type of aggregates such as sand, gravel, etc.


- Masonry mortar and concrete with 30 mm maximum aggregate size


 











Technical advantages


- Thanks to the profiles design and the inclination of the mixing components, Transmat 250 guarantees maximum performance and smooth mixtures


- Quality mixture, safety and high output make it a landmark machine for professional screed layers


- Thanks to the special design of the power distribution in the working cycles, the machine reaches excellent performance with only 5.5 kW


 




















Versions





Transmat E                                                                                                      Transmat EB                                                                                                 Transmat EBP













Technical data

	

TECHNICAL DATA

	

E 

	

EB 

	

EBP

	
ET-SILO (upon request)
	
Electric motor	
5,5 kW - 400 V / 50 Hz 	
5,5 kW - 400 V / 50 Hz	
5,5 kW - 400 V / 50 Hz	
4,8 kW - 400 V / 50 Hz
	
Site air compressor (air output at 6 bar) -not included-	
2.400 ÷ 5.000 l/min	
2.400 ÷ 5.000 l/min	
2.400 ÷ 5.000 l/min	
2.400 ÷ 5.000 l/min
	
Pressure vessel capacity 	
270 l	
270 l	
270 l	
270 l
	
Output per cycle [*] 	
200 ÷ 220 l	
200 ÷ 220 l	
200 ÷ 220 l	
200 ÷ 220 l
	
Cycles per hour	
12 ÷15	
18 ÷ 20	
18 ÷ 22	
20 ÷ 25
	
Delivery distance [*] 	
120 m	
120 m	
120 m	
120 m
	
Delivery height [*] 	
80 m	
80 m	
80 m	
80 m
	
Filling height	
95 cm	
 36 cm	
 36 cm	
---
	
Loading bucket capacity	
---	
270 l	
270 l	
---
	
Scraping shovel	
no	
no	
yes	
---
	
Max. agreggate size	
 	
 	
 	
 
	
                    hose Ø 65 mm (standard)	
20 mm	
20 mm	
20 mm	
20 mm
	
hose Ø 50 mm 	
12 mm	
12 mm	
12 mm	
12 mm
	
hose Ø 90 mm 	
30 mm	
30 mm	
30 mm	
30 mm
	
Chassis	
articulated drawbar	
articulated drawbar	
articulated drawbar	
articulated drawbar
	
Size (L x W x H) 	
172 x 135 x 131 cm	
196 x 135 x  220 cm [**] / 268 x 135 x 185 cm [***]	
165 x 135 x 150 cm
	
Weight	
620 kg	
780 kg	
840 kg	
730 kg



[*]  The data indicated are theoretical and depend on the quality and consistency of the materials to be used, volume of air, wear and tear of the pump and the diameter of the hoses. The performance in distance and height can not be reached simultaneously.


[**] With lifted bucket.


[***] With lowered bucket and scraping shovel.


 










Accessories







ACCESSORIES Ø 50





Cam-lock coupling for hose Ø 50 and related washing sponge










DELIVERY HOPPER





Delivery hopper for hoses Ø 65










DELIVERY HOPPER





Delivery hopper for hoses Ø 90










DELIVERY HOPPER





Delivery hopper for hoses Ø 50










HOSE Ø 90





Hose Ø 90 with Victaulic couplings










ACCESSORIES Ø 90





Victaulic coupling and gasket for hose Ø 90 and related washing sponge










ACCESSORIES Ø 65





Perrot coupling for hose Ø 65 and related washing sponge










HOSE Ø 50 





Hose Ø 50 with cam-lock coupling










HOSE Ø 65 





Hose Ø 65 with Perrot coupling



















For further info


For further information about this product or our whole range of machines 


Visit our Blog Request info























WORKING HOURS:

From Monday to Friday:

08:00 - 12:00 / 14:00 - 18:00








QUICK LINKS:

 


Traditional mortars


Dry mix mortars


Floor screeds


Fine concrete








CORPORATE LINKS:

 


Company


Dealers


Privacy


Contacts








Follow us:       
























TURBOSOL PRODUZIONE Srl Via Alessandro Volta, 1 31030 Pero di Breda di Piave (TV) - Italia Tel. +39 0422 90251 - Fax +39 0422 904408 mail: info@turbosol.it

Cap. Soc. € 100.000,00 I.V. Reg. Imp. TV 04038510261 R.E.A. Treviso n.317858 Export M/TV 052746 C.F.: 04038510261 - P.I./ISO: IT04038510261


Credits: TeroTero int.




















